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Current

12-36VDC Constant voltage4x(96-288)W4x8A

Output
Power Size(LxWxH)

170x59x29mm
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P r o du c t D im e n s io n

12-36VDC
power input

CH 1:R/WW output(-)

CH 2:G/CW output(-)

CH 3:B/WW output(-)

Common Anode Output(+)

CH 4:W/CW output(-)

4 CH PWM
signal input
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4 CHANNEL X 8 AMP POWER AMPLIFIER
SKU: AMP12V24V3
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POWER AMPLIFIER
4 CHANNEL X 8 AMP AMPLIFIER

FOR INDOOR USE ONLY

FOR THE LATEST MANUALS 
PLEASE VISIT OUR WEBSITE

OR SCAN QR CODE
 WWW.MOSSLED.COM 

1.800.924.1585
INFO@MOSSLED.COM

E501896

SKU: AMP12V24V3

PRODUCT SPECIFICATIONS

IMPORTANT: READ ALL INSTRUCTIONS PRIOR TO INSTALLATION
TO BE INSTALLED BY QUALIFIED INDIVIDUALS ONLY

• Power Amplifier (repeater) of PWM dimming signal
• One channel / two channel / three channel / four channel, up to 8A per channel
• Use power amplifier in series to expand output exponentially
• IP20 - Use only in dry locations

1/2/3/4 CHANNEL
CONSTANT VOLTAGE

PWM LED DIMMER

WIRING DIAGRAM

• Do not install device while energized
• Do not expose the device to moisture

The power amplifier is suitable for all of our single colour & bi-color, RGB, and RGBW dimmers.
It repeats the PWM signal from the master dimmer.  An unlimited number of power repeaters
can theoretically be connected.

RGBW FlexLED Strip Wiring

Single Color FlexLED Strip Wiring

Bi-Color FlexLED Strip Wiring
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SAFETY & WARNINGS

OPERATION


